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CITROËN RELAY
CREW VAN

TECHNICAL SPECIFICATIONS

READY TO RUN



* When calculating the payload, an average figure for the driver is 75kg (Please note: driver’s 
weight will vary). Additional passengers and accessories must be taken into account. It is the 
operator’s responsibility that the plated weights are not exceeded.

UP TO 

1420kg
PAYLOAD

MODEL
L2H3 CREW VAN 

ENTERPRISE SPEC

WHEELBASE 4035mm

LOAD LENGTH AT 
MID-HEIGHT WITH 

BULKHEAD
2635mm

INTERNAL WIDTH 2026mm

INTERNAL HEIGHT FROM 
LOAD FLOOR TO ROOF

1932mm

VOLUME 10.5m2

OVERALL LENGTH 5998mm

PAY LOAD* 1420kg

• Partition wall, lower and upper part with window

• Contoured three-seat bench; 

 o Cloth matching the base vehicle trim
 o  3-point inertia-reel safety belt on every 

seating position 
 o Headrests
 o 22° Inclination of the backrest

• Benchcover with storage pocket

•  Floor heightening frame finished with anti-slip 
floor and with plastic step-in covers

• Underseat and floor loading from the rear

•  Off-side finished with lower and upper cover in 
tooled ABS-plastic including cup holder

• Sliding door factory finish

• Headlining ABS-plastic original cloth covered

•  Front headlining adaptor, creating an overhead 
storage pocket (H2 only).
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